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  Approved by California and other states and accepted by USEPA for 40 CFR 63 Subpart HHHHHH                             Spring 2010
Below is a list of approved HVLP (high volume low pressure) and HVLP -equivalent guns are listed on the second page that can be used in addition to traditional HVLP guns to satisfy requirements under the area source National Emission Standard for Hazardous Air Pollutants  found in 40 CFR 63 Subpart HHHHHH for Paint Stripping and Miscellaneous Surface Coating Operations. For more information on these approvals, please check California Approvals page http://www.aqmd.gov/permit/spraytransferefficiency.html
	CATechnology (CAT) 
1. Cougar A-A HVLP

2. Jaguar Low-air (4-6 CFM) HVLP

3. Lynx Low-air (6-8 CFM) HVLP

4. Techline HVLP
Binks

1. Spray Vantage Pro HVLP
2. SV100 HVLP
DeVilbiss

1. Blue Compact HVLP

2. EXL HVLP

3. JGA HVLP

4. JGHV-520

5. MSHTE HVLP

6. VTX HVLP
7. CVI 501-510-10

8. Finishline FLG-647-WB


	DeVilbiss (continued)

9.    Finishline FLG-648

10.  Finishline FLG-654

11.  GTI-620G

12.  GTI-520P-11

13.  GTI-546P-14

14.  GTI-620S

15.  GTI (802172)

16.  M1-G (6924-0000-0)

17.  MACH 1 (6202-1202-8)

18.  PRI-612G

19.  SRI-630G-10

20.  SRI-631G-10
21. SRIPRO-635G-10
22.  Startingline (802342)

23.  Startingline (802343)

24.  Startingline (802405)

25.  Startingline (802789)

26.  Startingline (803067)

27.  TEKNA (703063)

28.  TEKNA (703064)

29.  TEKNA (703086)

30.  TEKNA (703087)


	Graco
1. 3800 PROCOMP HVLP

2. 4900 PROCOMP HVLP

3. 4900 HVLP

4. Finish Pro HVLP 7.0

5. Finish Pro HVLP 9.0

6. Finish Pro HVLP 9.5

7. Graco Edge HVLP

8. M-1265 HVLP
Sharpe
1.  998HVLP
2. 3013 HVLP
3. Finex Pro 3000 HVLP
4. FX100 and FX300 HVLP

5. LW Cobalt

6. Platinum HVLP

7. T1-Titanium HVLP

8. Topcoat and Primer HVLP


	Others
1. 3M Accuspray 10 Turbine or Compressor HVLP

2. Accuspray 10G series HVLP

3. Apollo True HVLP
4. Astro Pneumatic HVLP

5. Astro Quantum QUL HVLP

6. Asturo WB HVLP

7. Campbell Hausfeld DH7900 or DH790000AV HVLP
8. Campbell Hausfeld PH811000AV  HVLP
9. Capspray Maxum II HVLP
10. Fuji GX-T2, Q3 and Q4 Turbine HVLPs
11. Kremlin Airmix MVX & MVXtra
12. Kremlin M22HTI HVLP

13. Kremlin M22 P HTV

14. Kremlin S3 HTi

15. Nordson Maverick HVLP
16. Optima Motorguard 500i HVLP

17. Optima Motorguard Pressure HVLP

18. SATA jet3000 HVLP

19. Titan Products HVLP




Please note that if you USE MORE THAN 20 GALLONS of coating AND are located in the Chicago nonattainment area of Cook, DuPage, Kane, Lake, McHenry and Will Counties and Aux Sable Township and Goose Lake Township in Grundy County and Oswego Township in Kendall County or the Metro-East nonattainment area of Madison, Monroe or St. Clair counties, you MUST USE HVLP or ELECTROSTATIC SPRAY GUNS ONLY.  HVLP- Equivalent guns are not approved by state regulations under 35 Ill. Adm. Code 218.784 and 219.784.
	DISCLAIMER:  This list is based on the best information currently available.  The list will be updated as time allows but the reader should understand that the list may not be complete or current.  It is the reader’s responsibility to obtain current documentation of claims and requirements from the manufacturer/supplier and appropriate governments.  For approval of an HVLP equivalent gun not listed for compliance with 40 CFR 63 Subpart HHHHHH, please contact USEPA – Region V.

	HVLP-EQUIVALENT GUN TYPE
	California VOC and USEPA HHHHHH NESHAP
	KEY Operating Requirements - Click on “X” to see approval letters for details of operating requirements.

	SATAjet 3000 B RP/SATAjet 3000 RP (digital and non-digital; “B” indicates gravity-feed)
	X
	≤35 psi inlet pressure; psi limit label on gun; inlet gauge must be supplied and in use

	ITW DeVilbiss GFG-670 Plus
	X
	≤40 psi inlet pressure; psi limit label on gun; inlet gauge and control valve must be supplied and in use

	ANEST IWATA W400-LV
	X
	≤20 psi inlet pressure; psi limit label on gun; inlet gauge must be supplied and in use

	DeVilbiss CVI High Efficiency
	X
	≤26 psi inlet pressure; psi limit label on gun; inlet gauge must be supplied and in use

	DeVilbiss GTI Pro High Efficiency
	X
	≤26 psi inlet pressure; psi limit label on gun; inlet gauge must be supplied and in use

	DeVilbiss ITW Tekna High Efficiency
	X
	≤22 psi inlet pressure; psi limit label on gun; inlet gauge must be supplied and in use

	Graco/3M Compliant
	X
	≤29 psi inlet pressure; psi limit label on gun; inlet gauge and control valve must be supplied and in use

	SATAjet RP & RP Digital 2
	X
	≤35 psi inlet; psi limit label on gun; inlet gauge must be supplied and in use

	TEKNA Pro with TE10 air cap < 35 psig
	
	Approved by USEPA Region V on July 20, 2011

	TEKNA ProLite with TE10 air cap < 35 psig
	
	Approved by USEPA Region V on July 20, 2011

	TEKNA Pro with TE20 air cap < 26 psig
	
	Approved by USEPA Region V on July 20, 2011

	TEKNA ProLite with TE20 air cap < 26 psig
	
	Approved by USEPA Region V on July 20, 2011


